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Dip-Switch

Dip-Switch

Slave address setting via EE-PCS Product Configuration Software:
All switches at position 0 → address has to be set via configuration software (factory setting 245).
Example: Slave address is set via configuration software.

Slave address setting via Dip-Switch:
Setting the Dip-Switch to any other address than 0 overwrites the slave address set via configuration software.
Example: Slave address set to 11 (=00001011 binary).

Protocol setting:
Address, baudrate, parity and stop bits can be set via: 
1. Configurator software (available on www.epluse.com/EE160) 
2. Modbus protocol (please see Application Note Modbus (available on www.epluse.com/EE160) 

0 0 0 0 0 0 0 0

1 1 0 1 0 0 0 0

MODBUS-MAP

FLOAT (read register):
Register
address

Communication
address

Parameter 
name

30026 0x19 Temperature	 [°C], [°F]

30028 0x1B relative Humidity 	 [%]

The measured values are saved as a 32Bit float value from 0x19 to 0x1B. Additionally, the measured values ​​can be read as 16-bit sig-
ned integer from 0x12C to 0x12D. 

The factory setting for the Slave-ID is 245 as an integer 16Bit value. This ID can be customised in the register 60001 (0x00)  
(value margin 1 - 247 permitted). 

The serial number as ASCII-code is located at register address 30001-30008. 

The firmware-version  is located at register address 30009.

The required units (metric or non-metric) must be selected in the „Ordering guide“, see EE160 data sheet.

INTEGER (read register):*
Register
address

Communication
address

Parameter 
name

30301 0x12C Temperature	 [°C], [°F]

30302 0x12D relative Humidity	 [%]

* Values are stored with a scaling of 1:100
(e.g.: 2550 is equivalent to 25.5°C)

INTEGER (write register):*
Register
address

Communication
address

Parameter 
name

60001 0x00 Slave-ID (modbus addresse)

60002 0x01 Modbus protocol settings*

*For Modbus protocol setting please see  
Application Note Modbus (www.epluse.com/EE160)

INFO (read register):
Register
address

Communication
address

Parameter 
name

30001 0x00 Serial number

30009 0x08 Firmware version
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MODBUS MAP

FLOAT (Leseregister):
Register-
adresse

Kommunikations-
adresse

Parameter 
Name

30026 0x19 Temperatur	 [°C], [°F]

30028 0x1B relative Feuchte 	 [%]

Dip-Switch

Dip-Switch

Slave-Adresseinstellung mittels EE-PCS Product Configuration Software:
Alle Jumper auf 0 Stellung → Adresse muss mittels Product Configuration Software eingestellt werden (werkseitig 245). 
Beispiel: Slave-Adresse wird mittels EE-PCS eingestellt.

Slave-Adresseinstellung mittels Dip-Switch:
Einstellen der Dip-Schalter auf eine andere Adresse als 0 überschreibt die, über die EE-PCS eingestellte, Slave-Adresse. 
Beispiel: Slave-Adresse eingestellt auf 11 (=00001011 binary).

Protokoll-Einstellung:
Address, Baudrate, Parity und Stopbit können mittels 
1. Product Configurator Software (Verfügbar auf www.epluse.com/EE160)  
2. Modbus-Protokoll (siehe Application Note Modbus (Verfügbar auf www.epluse.com/EE160) angepasst werden.

0 0 0 0 0 0 0 0

1 1 0 1 0 0 0 0

Die Messwerte werden als 32Bit float Wert von 0x19 bis 0x1B dargestellt. Zusätzlich können die Messwerte als 16Bit signed integer 
von 0x12C bis 0x12D ausgelesen werden. 

Die Slave-ID (Modbus Adresse) beträgt werkseitig 245 als integer 16Bit Wert. Diese ID kann im Register 60001 (0x00) kundenseitig 
überschrieben werden (Wertebereich 1 - 247 zulässig). 

Die Seriennummer befindet sich als ASCII-Zeichen an Registeradresse 30001-30008. 

Die Firmwareversion befindet sich an Registeradresse 30009.

Die Auswahl der gewünschten Einheiten (metrisch oder nicht metrisch) muss im Punkt „Bestellinformation“ (siehe Datenblatt EE160) 
durchgeführt werden. 

INTEGER (Leseregister):*
Register-
adresse

Kommunikations-
adresse

Parameter 
Name

30301 0x12C Temperatur	 [°C], [°F]

30302 0x12D relative Feuchte 	 [%]

* Werte sind mit einer Skalierung von 1:100 abgelegt
(z.B.: 2550 entspricht 25,5°C)

INTEGER (Schreibregister):*
Register-
adresse

Kommunikations-
adresse

Parameter 
Name

60001 0x00 Slave-ID (Modbus-Adresse)

60002 0x01 Modbus-Protokoll-Einstellungen*

*Modbus-Protokoll-Einstellungen siehe  
Application Note Modbus (www.epluse.com/EE160)

INFO (Leseregister):
Register-
adresse

Kommunikations-
adresse

Parameter 
Name

30001 0x00 Seriennummer

30009 0x08 Firmware Version


